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BRITEX grade 304 S.S. Solvent & Oil Interceptor - 850L x 400W x 500H O/A. 100 Litre capacity. Lid sealed 
with an internal rubber gasket and quick release clips - Product Code OSSO

The BRITEX Solvent & Oil interceptor is manufactured from 1.2mm grade 304 stainless steel. 
This unit is generally used in commercial kitchens and mild chemical preparation areas to  
separate and draw off grease, oil and solvents from waste water. Internally, the baffle slows  
incoming waste water, allowing solvents/oils to separate from the clean water, floating to  
the top, whilst the clean water draws to the bottom, entering the waste outlet positioned at  
the bottom of the tank. a sampler valve is fitted as standard to monitor water conditions.  
available in custom and standard sizes.

•	 Standard (100l) and custom sizes 
•	 Quick release lid 
•	 Sealant rubber gasket under lid
•	 Quality components for durability
•	 Installed above ground

•	 Purpose built to suit your application
•	 grade 304 or 316 S.S.
•	 Ideally suited to commercial kitchens, 

screen print work shops, and mild  
chemical preparation areas
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SoLVENT & oIL INTERcEPToR

mELbouRNE
Britex Place, Mirra Crt

Bundoora VIC 3083
t (03) 9466 9000
f (03) 9466 9044

SYDNEY
16 northumberland drv
Taren Point nSw 2229

t (02) 9531 2100
f (02) 9531 2800

PERTH
unit 1/8 Principal link 

Malaga wa 6090 
t (08) 9249 5464
f (08) 9248 6893

bRISbANE
19 Manilla St

east Brisbane Qld 4169
t (07) 3363 2400
f (07) 3363 2444

ADELAIDE 
The Britex group 

Sa State office
t 1300 764 744
f 1300 784 306
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due to ongoing research and our commitment to product  
development, details are subject to change without notice.

details accurate at time of print.  
Please refer to britex.com.au for the most current product information.

allow +/- 5mm tolerance for dimensions and setouts shown in product literature.
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When specifying this 
product please include:

ProduCT Code

•	 grade 304 or 316 stainless steel
•	 Custom capacity and dimensions

•	 Product Name and code
•	 Product Dimensions
•	 Grade of Stainless Steel
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SoLVENT & oIL INTERcEPToR

moDEL oSSo Side Elevation

moDEL oSSo Plan

moDEL oSSo Front Elevation
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