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To order this item please advise: Product Info:
+ BQBS-3P-1H-2F (3 Posts with 1 + Marine grade 316 stainless steel
Shower Head + 2 Foot Wash Taps) OR + Head wash and foot wash posts o
BQBS-5P-2H-2F (5 Posts with 2 * Includes connecting towel hanging 8 <
Shower Head + 2 Foot Wash Taps) rails S N
« Custom configuration: Contact Britex + Choice of standard and custom
configurations
+ Supplied pre-plumbed o
« Vandal resistant timed flow > 1| 8
o 3 =
tapware o)
+ Integrated base plates for Y
mounting N w
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BQBS-3P-TH-2F
BQBS-5P-2H-2F
INSTALLATION NOTES 2846
141 1182 20Q 1182 141
1) Columns are secured to ground via mounting plates integrated into 1185 “ “ 1185
! T y
the bases of the columns. 2) Refer to drawing for sizes and positions 5 D
of fixing points. 3) Water inlets enter columns via opening in base. =
Water connection to timed flow taps is via 1/2” flexible connectors
(supplied). 4) Water pressure to 1/2” connectors: Min=300kPa,
Max=500kPa. 5) Water connections for tapware can be accessed by 2l w0
R ; . 2| %
removing access panels in the columns. 6) Additional removable panels 2= =
are integrated into the top of the columns to provide access to shower
heads.
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BRIT Due to ongoing research and our commitment to product development, Please refer to britex.com.au for the most current product information
Tt details are subject to change without notice. Details accurate at time of print Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.
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