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MEDICAL TAPWARE

Basin Mounted 
Surgical Set
TW-MT-50SC1 Swivel Spout, Ceramic Disc 

TW-MT-50FC1 Fixed Spout, Ceramic Disc 

TW-MT-50SJ1 Swivel Spout, Jumper Valve

TW-MT-50FJ1 Fixed Spout, Jumper Valve

Wall Mounted Surgical Set 
- Gooseneck Spout
TW-MT-51SC1 Swivel Spout, Ceramic Disc 

TW-MT-51FC1 Fixed Spout, Ceramic Disc 

TW-MT-51SJ1 Swivel Spout, Jumper Valve

TW-MT-51FJ1 Fixed Spout, Jumper Valve
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Isolation ValveServiceable
inline filter
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Due to ongoing research and our commitment to product  
development, details are subject to change without notice.

Details accurate at time of print.  
Please refer to britex.com.au for the most current product information.

Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.

Medical Tapware
Proudly Australian made, Medical tapware supplied by Britex suits an extensive range of matching fixtures within health 
care facilities and is designed to provide a long life of high performance and minimise the risk of infection and germ con-
tamination. All components are fully enclosed to avoid build up of contaminants and patented inlet isolation valves with 
built in removable bucket filters that allow easier maintenance and cleaning. Sleek and ergonomic designed handles allow 
hands free operation by either the elbow, forearm or wrist and well suited to the different user groups within hospitals, 
aged care facilities and medical centres. 

Supplied standard with (DR) brass body finished in a bright chrome, laminar flow nozzle and built in removable strainer. 
Approvals: AS/NZS 3718, WELS 5 Stars, 5.5 L/min. Complies to AS6400-2005. Pressures: Max = 500kPa, Min = 50kPa. 
Operating temperature range: - 0 - 85°
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