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COMMERCIAL KITCHEN TAPWARE

Pre-Rinse Sprays
Pre-Rinse Sprays supplied by Britex are ideal for installing in any commercial kitchen application. Robust in design and built to 
last from the highest quality materials, Britex Pre-Rinse Sprays comply with all relevant standards including AS/NZS 3718 and 
are tested for cleanability to ASTM F2324-03 at 21.46 seconds. Pot Filler attachment is WELS 0* Star rated to allow for fast pot 
filling. Max. Pressure = 500kPa Operating temperature range: - 0 - 65°

Supplied with: 1/4 turn ceramic disc hot and cold control tap with 100mm levers, stainless steel flexible hose connections with 
15mm BSP female connection on the inlets, 1000mm long high pressure hose with swivel ends, stainless steel spring, vibration-
resistant wall bracket and premium quality, robust hand Trigger Spray

Supplied with: 1/4 turn ceramic disc hot and cold control tap with 100mm levers, 1000mm long high pressure hose with swivel 
ends, stainless steel spring, vibration-resistant wall bracket and premium quality, robust hand Trigger Spray

TW-PR-HM  
Hob Mounted Dual Mixer Unit

TW-PR-WM  
Wall Mounted Dual Mixer Unit

TW-PR-HMP  
Hob Mounted Dual Mixer Unit with Pot FIller

TW-PR-WMP  
Wall Mounted Dual Mixer Unit with Pot Filler
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For Pot Filler only

For Pot Filler only
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Due to ongoing research and our commitment to product  
development, details are subject to change without notice.

Details accurate at time of print.  
Please refer to britex.com.au for the most current product information.

Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.
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