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Please refer to britex.com.au for the most current product information.  

Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.

call us on 1300 764 744  

Due to ongoing research and our commitment to product development,  

details are subject to change without notice. Details accurate at time of print 

 britex.com.au | info@britex.com.au | A.B.N 83 004 309 737 183182

Omega Wash Basin

HBOM

INSTALLATION NOTES

1) Fixture strength is ultimately determined by the load capacity of the 
supporting structure (noggins recommended for stud walls) and use of 
appropriate fixings. 2) Basin is secured to wall via four integrated key 
hole fixing points Suggested additional fixings are four threaded rods 
with nuts and washers or 9mm sleeve anchors for masonry walls (not 
supplied). 

Product Info:

• Stylish ‘designer’ basin

• Fully welded seamless construction

• Suits single tap hole

• Concealed wall fixings

• 40mm waste supplied

• Suits P trap installation

• Optional tapware (see Tapware:  

 Section 11)

Scan QR code  
to view our  

installation notes

40mm Waste
Trap not supplied
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To order this item please advise:

• Tapware and tap hole details  

 (if required)
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Suggested Tapware:
(see Tapware Section: 11 for complete range of options) 

TW-9101
Eco Timed Flow  
Pillar Tap

TW-9110
Euro Basin Mounted 
Sensor Tap

TW-9201
Deluxe Timed Flow  
Pillar Tap

TW-MIX-01
Basin Mounted  
Flick Mixer - Fixed 
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