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TAPWARE

HAND WASHING TAPWARE - HOB MOUNTED

HAND WASHING TAPWARE

HOB MOUNTED

Hob Mounted Hand Wash Taps

TW-0031

Cam Action Pillar Tap

Incorporates vandal resistant, twist action handle
with instant shut off to minimise water usage and
prevent tap being left on after use. Heavy duty,
bright CP finish, designed for use in public areas,
schools and commercial facilities.

NB: Requires 32mm tap hole

TW-0032

TW-0033

WELS REG #T09776 button and instant shut off to minimise water usage and
. prevent tap being left on after use. Heavy duty, bright CP
W finish, designed for use in public areas, schools and
WaterMark commercial facilities.

ASINZS 3718 Lic. WMKAD0SA

TW-0020
Vandal Resistant DPW (NSW)
Deluxe Pillar Tap

WW 8L/min flow regulator. Commonly installed on wash
o troughs in schools and public amenities.
AsnzS a7 L WtkACEoA

TW-9110

Basin Mounted Sensor Tap

Watermark and WELS certified Basin Mounted
Electronic Sensor Tap. Mains powered.

WELS REG # T08720

Features:
Wm * Auto-focus infrared sensing technology with
triangulation for a more consistent, reliable
Watertfark operation

WM 40054

* Improved user friendliness with intelligent
activation and after-flow technology

* Low power consumption

« Electronics have IP67 rated protection against
water and humidity

* 12V Mains power with 2m lead

« Dual fixing points reduce the risk of rotation

Vandal Resistant Push Button Pillar Tap (Cold)

Vandal Resistant Push Button Pillar Tap (Hot)

NSW DPW approved. Pillar tap with vandal resistant push

NSW DPW approved pillar tap with vandal resistant
aerator and handle. Includes loose jumper valve and
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VISIT BRITEX.COM.AU TO DOWNLOAD BIM FILES, CAD DRAWINGS AND THE MOST CURRENT PRODUCT LITERATURE.
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Due to ongoing research and our commitment to product £
development, details are subject to change without notice. B
Details accurate at time of print. ‘§
Please refer to britex.com.au for the most current product information. £
Allow +/- 5mm tolerance for dimensions and setouts shown in product literature. g /
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