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• Supplied pre-plumbed. Just connect
water and waste outlet

• Choice of wElS and watermark
certified button/lever activated
bib taps

• Vandal resistant timed flow taps
(6 secs)

• 50mm waste & wall brackets supplied
• Concealed tapware connections
• left or right hand waste position
• Radius internal corners - easy cleaning
• Radius external corners - added safety
• Ideal for schools, kindergartens and

child care
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 TROUGH
PWD PRe-PLUmbeD HaND WaSH

Choose from Lever (shown) or Push Button Tapware 
See reverse page for additional tapware options

The BRITEX Stainless Steel PWD Pre-Plumbed Hand Wash Trough comes complete with a choice 
of wElS and watermark certified hand wash tapware installed. Timed flow taps are set to run for 
6 seconds only per activation to prevent water wastage and vandalism. fully  welded, rounded 
corners both internally and externally ensure easy cleaning and provide  added safety in high 
traffic areas. a 50mm hob in the rear splashback allows for the pre-installed  plumbing to be 
concealed and resistant to vandalism. Supplied complete with 50mm waste  outlet and heavy duty 
wall brackets.

BRITEX S.S. Pre-Plumbed Hand Wash Trough - XXXXmm Long. Complete with wall brackets, 50mm left/right hand 
waste outlet, radius internal and external bowl corners and X No. Timed Flow Taps with Push Button/Lever 
activation - Product Code TPWDPH-XXXX-X-TW-XXXX-XX-X

nB Please refer to reverse page for tapware and trough options

**RREEDD  TTEEXXTT  mmaayy  ddeennoottee  aa  vvaarriiaabbllee  wwhheerree  oonnee  ooppttiioonn  oonnlyly  iiss  ttoo  bbee  sseelleecctteedd,,  aa  nnoommiinnaall  ddiimmeennssiioonn  tthhatat  nneeeeddss  ttoo  bbee  ssppeecciiffiieedd,,  oorr  aann
ooppttiioonnaall   ffeeaattuurree  tthhaatt  ccaann  bbee  rreemmoovveedd  iiff  nnoott  rreeqquuiirreedd..  PPlleeaassee  rreeffeerr  ttoo  tthhee  bbaacckk  ooff  tthhiiss  ppaaggee  ffoorr  aaddddiittiioonnaall  ssppeecciiffiiccaattiioonn  ddeettaaiillss  aanndd
ooppttiioonnss..
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f (03) 9466 9044
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f (08) 9248 6893

bRiSbaNe
19 Manilla St
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f (07) 3363 2444

aDeLaiDe 
The Britex group 

Sa State office
t 1300 764 744
f 1300 784 306
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• upstand to side(s)
• Support legs
• Custom trough dimensions
• left or right hand waste
• Custom inlet position
• SS Shroud 450mm

• Product Name and code
• Product Dimensions
• Tap Quantity and code
• Position of Waste Outlet (left/right)
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TW-0048
Top lever Timed flow 
Bib Tap

TW-9104
Timed flow Bib Tap 

TW-0007
Top activated Timed flow 
Bib Tap

mODeL TPWDPH Rear Isometric
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HOW TO SPeciFY: PWD Hand Wash Trough
(PRE-PLUMBED)

Sample Specification Code

Ba C D E f

TPWDPH

mODeL TPWDPH Plan

mODeL TPWDPH Front Elevation

mODeL TPWDPH Section
TPWDPH - 1500 - 3 - Tw-0007 - wB - R

= PWD Pre-Plumbed Hand Wash Trough with 3 Top  
Activated Timed Flow Bib Taps, 1500mm long, Brackets 
only, Right Hand Waste

Specification Key

a = Product Code

b = Trough Length (mm)

c = Tap Qty

 (see below for suggested 
 tapware options)

D = Tap Code

e = Support Options
Wb : Brackets only

bL : Brackets and legs

F = Waste Outlet Position

L : left Hand waste 
R : Right Hand waste

TW-9106
front lever Timed 
flow Bib Tap

Suggested Tapware:
(see Tapware Section: 11 for complete range of options) 

Standard Trough and Tap combinations:

1200mm - 3 taps 1500mm - 3 taps 1800mm - 4 taps

2400mm - 6 taps

Troughs over 2000mm long are supplied with a centre support bracket

B

Suggested mounting Heights (mm)

wash

infant

550

primary

650

secondary

700
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