DRINK SAFE™ FIXED SPOUT
BOTTLE FILLER
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¢ Manufactured using high quality DZR « High quality chrome finish for easy
features solid brass with less than 0.25% lead cleaning and hygiene maintenance
and content* « WELS and Watermark certified
benefits ¢ Easy to use self-closing mechanism

Drink Safe™ Fixed Spout Bottle Filler - perfectly paired with Britex Drinking Fountains. Robust
and reliable, with water-conserving and cost-effective benefits. Manufactured using high-
quality DZR solid brass with less than 0.25% lead content* with a chrome finish.

Drink Safe™ Fixed Spout Bottle Filler - Product Code: TW-BF-HF

*RED TEXT may denote a variable where one option only is to be selected, a nominal dimension that needs to be specified, or an optional
feature that can be removed if not required. Please refer to the back of this page for additional specification details and options.

VISIT BRITEX.COM.AU TO DOWNLOAD BIM FILES, CAD DRAWINGS AND THE MOST CURRENT PRODUCT LITERATURE.
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TAPWARE

# TW-BF-HF / DRINK SAFE™ FIXED SPOUT BOTTLE FILLER

DRINK SAFE™ FIXED SPOUT

BOTTLE FILLER

PRODUCT CODE

TW-BF-HF

WELS: 6 Star Rating (4.5L/min)

Nominal Flow Rate (LPM): 4.01

WaterMark: AS/NZS 3718 Lic. WMKAQ034
Inlet: 1/2” BSP Male

Outlet: Gooseneck

Headwork: Push Button

Working Pressure Range (kPa): 50 - 500
Working Temperature Range (°C): 5- 60 °C
Construction: Drink Safe™ DZR Brass*
Finish: Chrome
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When specifying this

product please include:

(JelXeligVilateR - Product Name and Code
guide

VISIT BRITEX.COM.AU TO DOWNLOAD BIM FILES, CAD DRAWINGS AND THE MOST CURRENT PRODUCT LITERATURE.

Last Revised Oct 2023

Due to ongoing research and our commitment to product
development, details are subject to change without notice.

Details accurate at time of print.

Please refer to britex.com.au for the most current product information.

Allow +/- 5mm tolerance for dimensions and setouts shown in product literature.
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